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INPUT SHIFT REGISTER
The AD5024/AD5044/AD5064 input shift register is 32 bits wide.
The first four bits are don’t cares. The next four bits are the com-
mand bits, C3 to C0 (see Table 7), followed by the 4-bit DAC
address bits, A3 to A0 (see Table 8), and finally the bit data-word.
The data-word comprises 12-, 14-, or 16-bit input code followed
by 8, 6, or 4 don’t care bits for the AD5024/AD5044/AD5064
(see Figure 43, Figure 44, and Figure 45). These data bits are
transferred to the DAC register on the 32nd falling edge of SCLK.
SYNC INTERRUPT
In a normal write sequence, the SYNC line is kept low for at
least 32 falling edges of SCLK, and the DAC is updated on the
32nd falling edge. However, if SYNC is brought high before the
32nd falling edge, this acts as an interrupt to the write sequence.
The shift register is reset, and the write sequence is seen as
invalid. Neither an update of the DAC register contents nor a
change in the operating mode occurs (see
).
Figure 46
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Figure 43. AD5024 Input Register Content
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Figure 44. AD5044 Input Register Content
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Figure 45. AD5064 Input Register Content
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Figure 46. SYNC Interrupt Facility
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	Manufacturer	Part #	Datasheet	Description
	

Analog Devices	
AD5064
	


695Kb / 36P	   Industrial Current/Voltage Output Driver

REV. D
	
AD5064
	


436Kb / 24P	   2.7 V to 5.5 V, Serial-Input, Voltage-Output, 12-/16-Bit DAC

REV. A
	
AD5064
	


2Mb / 28P	   Fully Accurate, 12-/14-/16-Bit VOUT nanoDAC, Quad, SPI Interface, 4.5 V to 5.5 V in TSSOP

Rev. F
	
AD5064
	


1Mb / 28P	   Fully Accurate, 12-/14-/16-Bit VOUT nanoDAC, Quad,SPI Interface

	
AD50641
	


617Kb / 24P	   Fully Accurate, 16-Bit, Unbuffered VOUT, Quad SPI Interface, 2.7 V to 5.5 V nanoDAC in a TSSOP

REV. A
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	Manufacturer	Part #	Datasheet	Description
	

Analog Devices	
AD5064BRUZ-1
	


2Mb / 28P	   Fully Accurate, 12-/14-/16-Bit VOUT nanoDAC, Quad, SPI Interface, 4.5 V to 5.5 V in TSSOP

Rev. F
	
AD5064
	


2Mb / 28P	   Fully Accurate, 12-/14-/16-Bit VOUT nanoDAC, Quad, SPI Interface, 4.5 V to 5.5 V in TSSOP

Rev. F
	
AD5024
	


2Mb / 28P	   Fully Accurate, 12-/14-/16-Bit VOUT nanoDAC, Quad, SPI Interface, 4.5 V to 5.5 V in TSSOP

Rev. F
	
AD5044
	


2Mb / 28P	   Fully Accurate, 12-/14-/16-Bit VOUT nanoDAC, Quad, SPI Interface, 4.5 V to 5.5 V in TSSOP

Rev. F
	
AD5025
	


1Mb / 28P	   Fully Accurate, 12-/14-/16-Bit, Dual, VOUT nanoDAC SPI Interface, 4.5 V to 5.5 V in a TSSOP

REV. 0
	
AD5025
	


1Mb / 28P	   Fully Accurate, 12-/14-/16-Bit, Dual, VOUT nanoDAC SPI Interface, 4.5 V to 5.5 V in a TSSOP

REV. 0
	
AD5065
	


1Mb / 28P	   Fully Accurate, 12-/14-/16-Bit, Dual, VOUT nanoDAC SPI Interface, 4.5 V to 5.5 V in a TSSOP

REV. 0
	
AD5045
	


1Mb / 28P	   Fully Accurate, 12-/14-/16-Bit, Dual, VOUT nanoDAC SPI Interface, 4.5 V to 5.5 V in a TSSOP

REV. 0
	
AD5066
	


617Kb / 24P	   Fully Accurate, 16-Bit, Unbuffered VOUT, Quad SPI Interface, 2.7 V to 5.5 V nanoDAC in a TSSOP

REV. A
	
AD5066BRUZ
	


617Kb / 24P	   Fully Accurate, 16-Bit, Unbuffered VOUT, Quad SPI Interface, 2.7 V to 5.5 V nanoDAC in a TSSOP

REV. A
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