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FOR PROPER CONNECTION OF
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THE PIN CONFIGURATION AND
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SECTION OF THIS DATA SHEET.
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TOP VIEW
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Figure 59. 32-Lead Lead Frame Chip Scale Package [LFCSP_VQ]
5 mm × 5 mm Body, Very Thin Quad
(CP-32-2)
Dimensions shown in millimeters
ORDERING GUIDE
Model1
TUE Accuracy (%)
Analog Input
Range (V)
External
Reference (V)
Temperature
Range
Package Description
Package
Option
AD5750ACPZ
±0.3
0 to 4.096
4.096
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750ACPZ-REEL
±0.3
0 to 4.096
4.096
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750ACPZ-REEL7
±0.3
0 to 4.096
4.096
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750BCPZ
±0.1
0 to 4.096
4.096
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750BCPZ-REEL
±0.1
0 to 4.096
4.096
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750BCPZ-REEL7
±0.1
0 to 4.096
4.096
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
EVAL-AD5750EBZ
Evaluation Board
AD5750-1ACPZ
±0.3
0 to 2.5
1.25
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750-1ACPZ-REEL
±0.3
0 to 2.5
1.25
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750-1ACPZ-REEL7
±0.3
0 to 2.5
1.25
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750-1BCPZ
±0.1
0 to 2.5
1.25
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750-1BCPZ-REEL
±0.1
0 to 2.5
1.25
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750-1BCPZ-REEL7
±0.1
0 to 2.5
1.25
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750-2BCPZ
±0.1
0 to 2.5
2.5
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
AD5750-2BCPZ-RL7
±0.1
0 to 2.5
2.5
−40°C to +105°C
32-Lead LFCSP_VQ
CP-32-2
1
Z = RoHS Compliant Part.


		















	Similar Part No. - AD5064



	
	Manufacturer	Part #	Datasheet	Description
	

Analog Devices	
AD5064
	


1Mb / 28P	   Fully Accurate, 12-/14-/16-Bit VOUT nanoDAC, Quad, SPI Interface, 4.5 V to 5.5 V in TSSOP

REV. 0
	
AD5064
	


436Kb / 24P	   2.7 V to 5.5 V, Serial-Input, Voltage-Output, 12-/16-Bit DAC

REV. A
	
AD5064
	


2Mb / 28P	   Fully Accurate, 12-/14-/16-Bit VOUT nanoDAC, Quad, SPI Interface, 4.5 V to 5.5 V in TSSOP

Rev. F
	
AD5064
	


1Mb / 28P	   Fully Accurate, 12-/14-/16-Bit VOUT nanoDAC, Quad,SPI Interface

	
AD50641
	


617Kb / 24P	   Fully Accurate, 16-Bit, Unbuffered VOUT, Quad SPI Interface, 2.7 V to 5.5 V nanoDAC in a TSSOP

REV. A
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	Manufacturer	Part #	Datasheet	Description
	

Analog Devices	
AD5748
	


749Kb / 32P	   Industrial Current/Voltage Output Driver

	

Texas Instruments	
XTR300
	


1Mb / 38P	[Old version datasheet]   Industrial Analog Current/Voltage OUTPUT DRIVER

	

Burr-Brown (TI)	
XTR300
	


621Kb / 27P	   Industrial Analog Current/Voltage OUTPUT DRIVER

	

Texas Instruments	
XTR305
	


838Kb / 39P	[Old version datasheet]   Industrial Analog Current or Voltage Output Driver

	

Analog Devices	
AD5750
	


256Kb / 25P	   Industrial Current/Voltage Output Driver, Programmable Ranges

Rev. PrC
	
AD5750
	


713Kb / 36P	   Industrial Current/Voltage Output Driver with Programmable Ranges

REV. A
	
AD5748
	


821Kb / 32P	   Industrial Current/Voltage Output Driver with Programmable Ranges

REV. A
	
AD5748
	


635Kb / 32P	   Industrial Current/Voltage Output Driver with Programmable Ranges

REV. 0
	

Maxim Integrated Produc...	
MAX15500
	


3Mb / 27P	   Industrial Analog Current/Voltage-Output Conditioners

Rev 0; 6/09
	
MAX15500
	


3Mb / 28P	   Industrial Analog Current/ Voltage-Output Conditioners

Rev 1; 2/11






More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

 11

 12

 13

 14

 15

 16

 17

 18

 19

 20

 21

 22

 23

 24

 25

 26

 27

 28

 29

 30

 31

 32

 33

 34

 35

 36





Datasheet Download
 












	Link URL

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
Privacy Policy

	ALLDATASHEET.NET



	
Does ALLDATASHEET help your business so far?  [ DONATE ] 

	
About Alldatasheet   |  
Advertisement   |   

Contact us   |  
Privacy Policy   |   

Link Exchange   |  
Manufacturer List

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










